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x 100 brighter
than Halogen

Easy to eyes
Working light

Bright working space
80W only

57m statues
total 270W

80W x 1 unit
ONLY

Aztec GTS80W

Aztec GTD160W

Aztec GTW100W

Japanese latest COB COB x 1 Large-COB x 1
Patented technology Fan-less stable auto heat exhausting system “AZTEC Cooling”
Luminous flux 12,249 Im 24,280 Im 15,300 Im
Mercury light class range =60071,000W< =1,00072,000W< =1,000W<
1m illuminance 18,300 lux 38,554 lux 20,550 lux
3m illuminance 2,633 lux 4,624 lux 6,330 lux
5m illuminance 944 lux 1,703 lux 948 lux
10m illuminance 269 lux 475 lux N/A
Color temperature 5,000K
Ave. Color Rendering Ratings Ra 80

Dimmer interface

No / limited range of dimmer can be possible by current adjustment on Power unit

Rated voltage

100V7240V  XPSE approved

Insulation method

input/output isolated type

Lighting surge resistance

IEC-61000-3-2 Line, Line-FG 6kV, Line-Line 3kV Class B

Water resistance

P66 equivalent

‘ P65 equivalent

P65 equivalent

Power supply IP grade

P67 ><Avoid direct wind and rain and direct sunlight

Continuous lighting time

Continuous lighting 1,000 hours or more (internal test)

Operating temp. range

—25°C ~ 40°C

Body

Dicast aluminum, heavy-duty salt-resistant specification

Front cover

Polycarbonate or Reinforced glass

Color Silver
Body size (L x W x H) 186X 150%x 179 372x150%179 239%x212%x185
Power unit size (mm) 215(L) x 75(W) x 44(H) 269(L) x 75(W) x 44(H) 215(L) X 75(W) x 44(H)
Weight (light only) 3.2kg 6.4kg 4.2Kg
Power consumption 80W (100V) 160W (100V) 100W (100V)

Input current

0.86A (100V)

1.64A (100V)

0.86A (100V)

Environmental regulation

RoHS correspondence

Guarantee period

Product : 3 years

/ LED element : max 80,000 hours by element manufacture

Glanz-technology Co., Ltd.

Kadenkaikan 3F, 3-6-1 Yushima, Bunkyo-ku, Tokyo, JAPAN 113-0034

Tel. +81-90-9680-8183 Fax. +81-3-6657-1772
E-mail: tamura_gt@ecoglobe21.org

Https://www.aztec-sl.com

The Tokyo Chamber of Commerce and Industry (TCCI)
Japan Lighting Manufacturers Association (JLMA)

General Corporation LED Lighting Association Japan (DLEDA)
Disaster Prevention safety Association




